
Fluidmesh Networks products are installed locally by professional System Integrators and are available worldwide through a network of Authorized Dealers. For additional information

Copyright ®Fluidmesh Networks, LLC. All rights reserved. Fluidmesh is a registered trademark of Fluidmesh Networks, LLC. EasyMesh, FMQuadro, FluidMax, FluidThrottle, Bazooka,Fluidity and Virtual Gig are trademarks of Fluidmesh Networks LLC.
All other brand and product names are the trademarks of their respective holders. Information contained herein is subject to change without notice. The only warranties for Fluidmesh Networks products and services are set forth in the express warranty statements

accompanying such products and services. Nothing herein should be construed as constituting an additional warranty. Fluidmesh Networks shall not be liable for technical or editorial errors or omissions contained herein.

EMAIL.
INFO@FLUIDMESH.COM

WEB.
FLUIDMESH.COM

TELEPHONE.
+1.617.209.6080

FAX.
+1.866.458.1522

HEADQUARTERS.
1327 BARCLAY BOULEVARD

BUFFALO GROVE,

IL 60089, U.S.A.

81 PROSPECT ST.

BROOKLYN

NY 11201, USA

FM-SHIELD-SPL
Embedded splitter for FM-SHIELD

FM-SHIELD-SPL is a 1-way-in/2-way-out signal splitter, specifically designed for use with FM-
SHIELD. FM-SHIELD-SPL has a compact form factor and fits perfectly inside FM-SHIELD,
making installation easy. The 1-way-in connection features a QMA-male connector to fit
FM4x00-series radios. The 2-way-out connection features two N-female bulk connectors
that are compatible with Fluidmesh N-Male antenna cables.

SPECIFICATION

Description 1 TO 2 Ways Splitter

Frequency Range (MHz) 5000 - 6000

Insertion Loss (dB) ≤ 0.6

Amplitude Balance (dB) ± 0.2

Phase Balance ±3°
VSWR (in) Typ. 1.16 / Max. 1.2

VSWR (out) Typ. 1.14 / Max. 1.2

Isolation (dB) Typ. 28 / Min. 22

Power (W) Splitter 30 Combiner 2

Impedance (Ohms) 50

Operation temperature -35℃~ +75℃
Port Connectors N-Female

2 units

Surface Finishing

Packaging content

Sandblasting natural color
conductive oxide

FM-SHIELD and FM-SHIELD-SPL are an ideal combination in any
harsh environments such as in rail and port installations, and on
mining trailers and trucks

Easy, clean installation

Reduced number of RF cables and connectors, with a
corresponding reduction in RF energy losses

Increased protection for RF connectors and splitters

Fully compatible with FM-SHIELD, no drilling or cutting needed

FEATURES AND BENEFITS

IMPORTANT

Refer to the FM-SHIELD User Manual before

connecting any cable


